] | I I
\ ‘ u e r Dr. Dietrich Muller GmbH Tel.: +49 (0) 44 35-97 10 10

A H LH O R N Zeppelinring 18 Fax: +49 (0) 44 35-97 10 11
D-26197 Ahlhorn Info@mueller-ahlhorn.com

Tapes

SP 61312 electrical tape

Material: SP 61312 is a polyesterfilm — glass filament reinforced tape with an acrylic,

pressure-sensitive adhesive.

Properties: SP 61312 offers excellent conformability, high tensile and dielectric
strength. It also has UL recognition and falls into insulating class B (130°C).
The backing material of SP 61312 has excellent physical and electrical

characteristics.

Applications: SP 61312 is applied for lead anchoring, banding of coils, lead tape

anchoring and other applications, where tensile strength is required.

properties Test method Unit Value
Thickness ASTM D-1000 mm 0,165
Breaking strength ASTM D-1000 N/10 mm 481
Elongation % 5
Adhesion to steel ASTM D-1000 N/10 mm 3,81
Dielectric strength ASTM D-1000 \Y 5,500
Temperature class °C 130
Insulation resistance ASTM D-1000 Megohms 1x10°
Electrolytic corrosion factor 1.0
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SP 61312
Please note: The information in this data sheet is based on our current knowledge and

experience. They do not disengage the fabricator and the user from own
tests and inspections because of the plenty of possible effects. There is no
judicial binding assurance of certain properties or of the qualification for a
concrete application in our declaration. We recommend consulting us in
individual cases. The acceptor of our products has to observe possible
industrial property rights as well as present laws by himself.
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