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Thermally conductive products 

Thermiflex® TF 21058  

 

 

Description:  Thermiflex® TF 21058 is a soft thermally conductive film on a silicone base, 

which offers an exceptional thermal conductivity. The gel-strip is 

manufactured of a thermally conductive silicone and is processed onto a 

fiberglass base. 

 

 

Properties: Thermiflex® TF 21058 offers an exceptional thermal conductivity. 

 

 

Applications:  Thermiflex® TF 21058 is used for a variety of applications to improve the 

thermal conductivity between two surfaces. 

 

 

Colour:  grey – other colours upon customers’ request. 

 

 

Delivery forms: Thermiflex® TF 21058 is available on a fiberglass fabric or netlike foam. 

Thermiflex® TF 21058 will be deliverd with one or more stripping films to 

offer a optimal protection while transporting. It is available as a die-cut or 

molded part, customized cut or roll. Other delivery forms upon customer 

request. Thermiflex® TF 21058 is available in thicknesses of 0,25 mm to 

2,00 mm. 
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Thermiflex® TF 21058  

 

Property Test method Unit Value 

Thermal conductivity ASTM E1530 W/mK min. 1,1 

Density ASTM D792 g/cc min. 1,9 

Adhesiveness 0,25 mm thickness TUS-36-3138 G 10 – 25 

Adhesiveness 0,50 mm thickness TUS-36-3138 G min. 10 

Adhesiveness 1,0 mm thickness TUS-36-3138 G min. 20 

Compressibility at 20% - kgf/cm³ 
psi 

1,8 
26 

Compressibility at 20% after 336 h at 
150°C 

- kgf/cm³ 
psi 

2,2 
31 

Tensile strength (45°C) >0,5 mm 
thickness 

ASTM D624 kg/cm 
lb/in 

5,4 
30 

Tensile strength (45°C) <0,5 mm 
thickness 

ASTM D624 kg/cm 
lb/in 

1,8 
10 

Weight loss ASTM D149 % max. 1 

Puncture strength ASTM D149 Volts min. 2000 

Specific contact resistance ASTM D257 Ohm-cm min. 10 EXP 12 

flammability UL 94 - HB 

 

 

Trademark information: Thermiflex® is a registered trademark of the company Dr. Dietrich Müller 

GmbH, Germany. 

 

 

Please note:  The information in this data sheet is based on our current knowledge and 

experience. They do not disengage the fabricator and the user from own 

tests and inspections because of the plenty of possible effects. There is no 

judicial binding assurance of certain properties or of the qualification for a 

concrete application in our declaration. We recommend consulting us in 

individual cases. The acceptor of our products has to observe possible 

industrial property rights as well as present laws by himself. 

 

 

 


