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Thermally conductive products  

Thermiflex® TF 21525  

 

 

Composition:  Thermiflex® TF 21525 is a new developed thermally conductive film which 

is made of graphite.  

 

 

Properties: Thermiflex® TF 21525 qualifies by its high thermal conductivity and simple 

processing. Thermiflex® TF 21525 is also very adaptive, therefore the 

thermal contact is optimized and the total resistance is minimized.  

 

 

Applications:  Thermiflex® TF 21525 is very suitable for usage in applications with high 

requirements to the weight because of its unique properties. That means 

Thermiflex® TF 21525 can be used in LED applications, heat sinks and 

communication devices for example. 

 

 

Standard colour:  Thermiflex® TF 21525 is delivered in a black colour. 

 

 

Delivery forms:  Thermiflex® TF 21525 is delivered as mats or rolls with different dimensions 

as well as customised die-cut or formed part, as sheet or as cut and it can 

also be equipped with adhesive. Other delivery forms upon customer 

request. 

 

  



 

 

 

 

 

 

Dr. Dietrich Müller GmbH 
Zeppelinring 18  

D-26197 Ahlhorn 

Dr. Dietrich Müller GmbH 

 

 Elektroisolierstoffe   

 Dichtungen 

 Wärmeleitprodukte  

 Technische Folien 

Tel.:  +49 (0) 44 35 - 97 10 10 
Fax: +49 (0) 44 35 - 97 10 11 
Info@mueller-ahlhorn.com 

Zeppelinring 18 | D-26197 Ahlhorn | Tel.: +49 (0) 4435 97 10 10 | Fax: +49 (0) 4435 97 10 11  

info@mueller-ahlhorn.com | www.mueller-ahlhorn.com | Sitz der Gesellschaft: Ahlhorn  

Geschäftsführer: Dr. Michael Müller | AG Oldenburg: HRB 209026 | Ust. ID-Nr.: DE 295969093  

St.-Nr.: 68/207/07677 | Zertifiziert nach DIN EN ISO 9001:2015 | UL anerkannter Repacker E341377 

Thermiflex® TF 21525  

 

Property Test method Unit Value 

Colour Visible - Black 

Thickness - mm 0.1 – 2.0 

Rigidity - Shore A 80 

Flammability UL94 - V-0 

Specific heat ASTM D792 g/cm³ 1.5 

Limiting temperature - °C -40 up to +400 

Tensile strength ASTM F-152 4900 kpa 715 PS 

Surface resistance ASTM D257 Ω/cm 3,0 x 10
13

 

Thermal conductivity vertical ASTM D5470 W/mK 20 

Thermal conductivity horizontal ASTM D5470 W/mK 300 

 

 

Trademark Information:  Thermiflex
®
 is a registered trademark of the company Dr. Dietrich Müller 

GmbH, Germany 

 

 

Please note:  The information in this data sheet is based on our current knowledge and 

experience. They do not disengage the fabricator and user from own tests 

and inspections because of the plenty of possible effects. There is no 

judicial binding assurance of certain properties or of the qualification for a 

concrete application in our declaration. We recommend consulting us in 

individual cases. The acceptor of our products has to observe possible 

industrial property rights as well as present laws by himself. 

 

 


