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Laminates 

Vulcanized fiber VF 

 

 

Material:  Vulcanized fiber VF is a hard, tougher, non-splintering and horny material 

used in insulation application of insulation class Y (90°C). It meets following 

permissions: 

 KTW 

 W270 

 WRAS 

 DGS/VS4 

 

 

Properties: Vulcanized fiber VF offers high mechanical strength and good electrical 

properties. 

 

 

Applications:  Vulcanized fiber VF is used as threaded rod in different applications. 

 

 

Colour:  red 

 

 

Delivery forms: Vulcanized fiber VF threaded rods are available with a diameter of 6 mm to 

30 mm. 

 

 

Storage conditions: Vulcanized fiber VF can be stored unlimited under normal conditions in its 

original packaging (20°C, 50% rel. RH). 
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Vulcanized fiber VF 

 

Properties Test method Unit Value 

Density DIN 7737 g/cm³ 1,2 – 1,45 

Humidity DIN 7737 % <10,00 

Ball gressure hardness DIN 7737 Kp/cm² >700,00 

Tensile strength 
MD 
CD 

 
DIN 7737 
DIN 7737 

 
Kp/cm² 
Kp/cm² 

 
>700,00 
>450,00 

Elongation at break 
MD 
CD 

 
DIN 7737 
DIN 7737 

 
% 
% 

 
>7,00 
>8,00 

Conductivity DIN 7737 µs/cm <120,00 

Electric strength DIN 7737 kV/mm >5,2 

 

 

Please note:  The information in this data sheet is based on our current knowledge and 

experience. They do not disengage the fabricator and the user from own 

tests and inspections because of the plenty of possible effects. There is no 

judicial binding assurance of certain properties or of the qualification for a 

concrete application in our declaration. We recommend consulting us in 

individual cases. The acceptor of our products has to observe possible 

industrial property rights as well as present laws by himself. 

 

 

 

 


