Precision components
made of flexible and rigid materials

Technical Films

Tecfilme TC 00050
Description: Tecfilm® TC 00050 is a cellulose triacetate (CTA) film.
Properties: Tecfim® TC 00050 has excellent dimensional stability, very high heat

resistance, very good printability and optimal flatness. Tecfilm® TC 00050 is UV-
stable and has a high mechanical load capacity. Tecfim® TC 00050 is
characterized by a very good appearance such as high brilliance, low turbidity

and high transparency.

Applications: Tecfilm® TC 00050 is a film for animated films, for graphic applications, for

microscope slides and a base film for labels.

Color: Tecfilm® TC 00050 is available in a transparent colour.

Forms of delivery: We deliver Tecfilm® TC 00050 in moulded and stamped parts. Other dimensions

and delivery forms on request.

Storage conditions: Tecfilm® TC 00050 should be stored at room temperature in dry rooms.
Properties Unit Value
Thickness range pm 14 - 130
Temperature range °C -10-110
Density glem? 1,3
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Trademark information: Tecfiim® is a registered trademark of Dr Dietrich Miller GmbH, Germany.

Please note: The information in this technical data sheet is based on our current knowledge

and experience. Due to the wide range of possible influences during application,

it does not exempt the processor and user from carrying out their own tests and

trials. A legally binding guarantee of certain properties or suitability for a specific

application cannot be derived from our information. Depending on the individual

case, we recommend consulting us. The recipient of our products is responsible

for observing any industrial property rights and existing laws.
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Production and distribution of electrical insulation materials,
thermally conductive products, seals and technical films
Production of stamped parts, blanks and moulded parts
Cutting/assembly of films and adhesive tapes

CNC machining, laser cutting and water jet cutting



